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Card Switch 





Hotel 

Card Switch 




G2CLE 



www.gtdiot.com 




*Magnetic or any card 

*l inserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



8.00 



5.00 



4.70 



G2CTE 








www.gtdiot.tom 







*TEMIC or EM card 

* I nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



9.00 



5.30 



5.00 



G2CMF 




*Mifare-l card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



10.00 



6.00 



5.80 



G3CLE 




*Magnetic or any card 

* I nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



8.00 



5.00 



4.70 



G3CTE 




*TEMIC or EM card 

inserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



9.00 



5.30 



5.00 



GTDstian ™ w «s 



G3CMF 




*Mifare-l card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



10.00 



6.00 



5.80 



G4CLE 




*Magnetic or any card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



8.00 



5.00 



4.70 



G4CTE 




*TEMIC or EM card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White 



9.00 



5.30 



5.00 



G4CMF 




*Mifare-l card 

*l nserting the card can gain power 
*LED indicator light-emitting design 
*PC flame-retardant material 
*Voltage: 50/60Hz 180-260V AC or 12V DC 
*Maximum Load Power: 6000W,30A 
*Quiescent Operating power: 1W 
*Delay Power-off Time: 10-20 seconds 
*Serve Life: 100,000 times 
*Colour: Gold, Silver, White 



10.00 



6.00 



5.80 



G5CMF 




*Mifare-l card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White 



11.00 



6.10 



5.60 




G6CLE 
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*Magnetic or any card 
inserting the card can gain power 
*LED indicator light-emitting design 
*Voltage: 50/60Hz 180-260V AC or 12V DC 
*Maximum Load Power: 6000W,30A 
*Quiescent Operating power: 1W 
*Delay Power-off Time: 10-20 seconds 
*Serve Life: 100,000 times 
*Colour: Gold, Silver, White 



8.00 



5.00 



4.70 



G6CTE 



o 



*TEMIC or EM card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White 



9.00 



5.30 



5.00 



G6CMF 




*Mifare-l card 

*l nserting the card can gain power 
*LED indicator light-emitting design 
*PC flame-retardant material 
*Voltage: 50/60Hz 180-260V AC or 12V DC 
*Maximum Load Power: 6000W,30A 
*Quiescent Operating power: 1W 
*Delay Power-off Time: 10-20 seconds 
*Serve Life: 100,000 times 
*Colour: Gold, Silver, White 



10.00 



6.00 



5.80 



vvww.9tdl0t.com 



G7CLE 




*Magnetic or any card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White 



10.00 



5.60 



5.30 



G7CTE 




*TEMIC or EM card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White 



10.00 



5.90 



5.60 



G7CMF 




*Mifare-l card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

*PC flame-retardant material 

*Voltage: 50/60Hz 180-260V AC or 12V DC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Gold, Silver, White 



10.00 



6.90 



6.70 



G12CMF 




* Mifare-1 card 

inserting the card can gain power 
*LED indicator light-emitting design 
Operating Voltage: 50/60Hz 180-260V AC 
*Maximum Load Power: 6000W,30A 
*Quiescent Operating power: 1W 
*Delay Power-off Time: 10-20 seconds 
*Serve Life: 100,000 times 
*Colour: Glass panel with metal frame /Black- 
silver/Black-gold, 90*90mm 



11.00 



8.75 



8.00 



G12CTE 




*TEMICcard 

*l nserting the card can gain power 

*LED indicator light-emitting design 

Operating Voltage: 50/60Hz 180-260V AC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Glass panel /white-white/White- 

silver/Black-black/Black-gold, 95*95mm 



11.00 



8.60 



7.90 



G13CMF 




* Mifare-1 card 

*l nserting the card can gain power 
*LED indicator light-emitting design 
Operating Voltage: 50/60Hz 180-260V AC 
*Maximum Load Power: 6000W,30A 
*Quiescent Operating power: 1W 
*Delay Power-off Time: 10-20 seconds 
*Serve Life: 100,000 times 
*Colour: Glass panel /white-white/White- 
silver/Black-black/Black-gold, 95*95mm 



12.00 



9.10 



7.70 



G13CTE 




*TEMIC or EM card 

*l nserting the card can gain power 

*LED indicator light-emitting design 

Operating Voltage: 50/60Hz 180-260V AC 

*Maximum Load Power: 6000W,30A 

*Quiescent Operating power: 1W 

*Delay Power-off Time: 10-20 seconds 

*Serve Life: 100,000 times 

*Colour: Glass panel /white-white/White- 

silver/Black-black/Black-gold, 95*95mm 



12.00 



9.10 



7.70 



v.gtdiot.com 
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G19CMF 



B86 

(Mounting 
box) 




* Mifare-1 card 

*l nserting the card can gain power 
*LED indicator light-emitting design 
*PC flame-retardant material 
*Voltage: 50/60Hz 180-260V AC or 12V DC 
*Maximum Load Power: 6000W,30A 
*Quiescent Operating power: 1W 

* Delay Power-off Time: 10-20 seconds 
*Serve Life: 100,000 times 

*Colour: Gold, Silver, White, 86*86mm 



12.00 



9.50 



8.90 



*Size:86*86*40mm or 77*77*37mm 
* Material PVC 



1.00 



0.50 



0.38 



B72 

(Mounting 
box) 




*Size: 72*72*35mm 
* Material metal 



1.00 



0.60 



0.50 



Note: 

Panel colors, panel words and icons, voltage can be OEM made( 110V AC or 24V DC ), with little cost more quantity accordingly. 



Trade terms: EXW Shenzhen 

MOQ: 100 PCS, less quantity is available, price will be according to quantity. 
Payment: 30% down payment; Balance paid after goods are ready before shipment. 
Delivery time: 2-30 days according to quantity. 

Terms of Transportation: Express Courier, by air or by sea as request. 
Warranty: 12 months. 

Validity: The above quotation remains valid until Sep 30th, 2014 



